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MonoConfalt®
MonoConfalt Semi-Flexible wearing course

Material Description

MonoConfalt is an integrated semi-flexible material consisting of bituminous coated aggregates mixed with MonoConfalt High Performance Concrete. The semi-flexible properties allow the material to be installed without joints on various sub bases such as asphalt, lean concrete (CBM), concrete etc. 
Technical description

Thickness of layer 


20 - 200 mm

Density 



2.400 kg/m3
E-modulus 



7.000 N/mm2
Compressive strength


> 22 Mpa

Bending Tensile strength


> 6 Mpa

Wear resistance (EN52108 Böhme)

< 7 cm3/50 cm2 
Freeze/thaw resistance acc. To SS 13 72 44 
Very good

Min. construction temperature 

+ 5°C

Colour 



Grey (other colours optional)

Temperature resistance permanently

-50° to +200°

Fire resistance classification EN13501-1:2002
A2fl-sl  (To18 (EN ISO/IEC 17025))
Max temperature resistance short exposure
480°
General maximal static loads on the MonoConfalt 
With base of Concrete 


20-30 Mpa (200 kg/cm2)

With base of Cement stabilized Gravel

10-15 Mpa (100 kg/cm2)

Asphalt 



3-10 Mpa (30 kg/cm2)
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Due to the fast strength development in the MonoConfalt mortar the opening of light traffic is possible after approximately 24 hours at 20°C. Full liability use is possible after approximately 30 hours at 20°C.
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